
c
u

t
p

t

6
0

0

6
0

0

22

22

22

22

22

P2000 UNISTRUT

P2000 UNISTRUT

 LEGEND

8.5W LED  DOWNLIGHT (240V).

1 LEVER 2 WAY LIGHT SWITCH.

1.2m X 2  LAMP ENCLOSED LED LIGHT

WALL MOUNTED LED BULKHEAD.

WP/WR

2 LEVER 1 X 1 WAY+ 1 X 2 WAY LIGHT SWITCH.

WATER PROOF / RESISTENT EQUIPMENT.

2

2

1 LEVER LIGHT SWITCH.

GENERAL NOTES
º 

º

º

º

º

THE DRAWING MAY NOT BE SCALED.

ANY DISCREPANCIES ARE TO BE IMMEDIATELY REPORTED TO THE ENGINEER.

THE DESIGN ON THIS DRAWING IS COPYRIGHT AND REMAINS THE PROPERTY  OF THE
ENGINEER.

ALL WORK IS TO BE CARRIED OUT STRICTLYIN ACCORDANCE WITH LOCAL AND MUNICIPAL
REGULATIONS.
ALL DIMENSIONS AND LEVELS ARE TO BE CHECKED ON SITE BEFORE WORK  IS PUT IN HAND.

º DRAWING WAS CREATED USING AUTOCAD SOFTWARE
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SPECIFICATIONS

1. ALL CONDUITS TO BE PVC

2. ALL FLUSH SWITCH BOXES TO BE PVC

3. ALL FLUSH SWITCHES TO BE CLIPSAL S2000

4. P2000 UNISTRUT TO BE 40X40 WITH PVC LID

5. WIRING SIZE MINIMUN 2.5mm²


