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RECESSED DISTRIBUTION BOARD (hager golf flush mounted)
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TWO TUBE FLUORESCENT FITTING (1 500)

TRACK LIGHTING

TASK LIGHTING (fixed to joinery unit or hung from cables. 
refer to detail) 

UNDER FLOOR HEATING THERMOSTAT & SWITCH

FITTING IS BUILT INTO A JOINERY ITEM (refer to joinery detail) 

FITTING TO BE CAST INTO CONCRETE

RECESSED UPLIGHTER CAST INTO R.C.
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All lighting to architect specification document and schedule.
Centre of wall lights to be 1800mm from F.F.L unless otherwise specified 
Centre of switches to be 900mm above finished floor level and 150mm 
from reveals unless otherwise stated. 

Exterior lights to be on timerswitches at DB + dimmable overide switches 
as shown

Freestanding lamps to be connected directly to power and switched at 
wall. (no separate plug)

Discreetly installed in bathrooms (these charge electric toothbrushes as 
well). An extra one in vanity cupboard.

Dial to be higher on wall, not at floor level, due to heat sensor. Place 
with bank of light switches

Extractor fan to be of good quality, quiet motion.

To be one system and must be wired back to central hub

Lighting

Plug points and shaver points

Air Conditioning & Extraction

General

All external light fittings, plugs and power points to be completely 
waterproof 

NOTES

Positions of all extraction and AC diffusers and grilles are shown on 
internal elevations, services and ceiling plans 

This drawing is to be read in conjunction with all other electrical layouts, 
general arrangement drawings ceiling layouts and internal elevations. 
Discrepancies to be reported to architect before the commencement of 
any work

All footlights to be 300mm above the adjacent finished floor level unless 
otherwise specified

These must look like the light switches and be positioned with a bank of 
light switches

LOW - means centreline plug must be placed 300mm above adjacent 
finished floor level

Provision to be made for heavy pendant fittings in place. Positions will be 
as indicated 

Thermostats

Sound System

Tel. / Intercom

Fan switches

No centralized system, individual to room and wired to hifi position

Extractor to be on separate switch

TV / Data/ 
Must be wired back to central hub

COLOUR CODING

H.V.A.C.

SECURITY + COMMUNICATION

AUDIO + VISUAL

LIGHTING

GENERAL ELECTRICAL + POWER

LEGRAND ARTEOR

SWITCHGEAR

Colour: white on white for pale coloured surfaces
magnesium on Pearl alu for raw concrete and timber surfaces

Format: horizontal for multi plugs
light switch format to be confirmed on site
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HIGH GLOSS WHITE VINYL WRAP 

HIGH GLOSS BLACK VINYL WRAP

MATT BLACK PAINTED PLYWOOD

EGGER PERFECT SENSE MATT GLOSS BLACK VINYL WRAP
CARCASES

MATT BLACK PAINTED SKIMMED PLASTERBOARD

10MM CLEAR TOUGHENED SAFETY GLASS

WHITE PROJECTOR SCREEN BLACKOUT CLOTH

MATT BLACK PAINTED FLEXIBLE RUBBER SKIRTING

COLOUR CODED PERFORATED POWDERCOATED ALUMINIUM GRILL

KBAC PRIME CARPET TILES COLOUR VOLUME
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